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■ 1” pistol grip impact wrench
■ Quick change forward and reverse lever
■ Compact, heavy duty wrench
■ Four step power regulator
■ Rugged construction for commercial use

■ 1” impact wrench with 6” extension
■ For commercial use where rugged 

construction is required
■ Four step power regulator
■ Fitted with 6” extended anvil allowing easy access to truck wheel nuts
■ Quick change forward and reverse lever
■ Pin type clutch provides reliability and powerful torque

T5066C - Impact Wrench

■ 3/8” reversible square drive ratchet

■ Free speed 150 rpm

■ Maximum torque 45 ft/lbs

■ Average air 
consumption 3 cfm

■ Display packed

T5069 - Impact Wrench

KITS AND SOCKET SETS

T5003 - Ratchet

NOTE: AIR TOOL OIL AVAILABLE IN ONE LITRE BOTTLES

■ 1/2” reversible square drive ratchet

■ Ideal for fast running

■ Free speed 150rpm

■ Average air consumption 3 cfm

■ Maximum torque
45ft/lbs

■ Display packed

T5002 - RatchetOur huge range of air tools will harness the
power of your compressor. Their advanced designs
keeps air consumption to a minimum while
still maintaining the power required to tackle
even the most demanding of applications. Air
tools in workshops are chosen by the professional
for reliability, additional performance, lower
cost and safety over their electric counterparts.
All the models in our range are “CE” marked
confirming their status as the best value and
quality money can buy.

Specifications
Square drive 1”
Clutch type Rocking Dog
Maximum torque 1,200 ft/lbs
Recommended air pressure 120 psi (8 bar)
Average air consumption 12 cfm (340 ltr/min)
Weight 11.2kg

■ Extra heavy duty impact wrench

■ 4 position built in regulator

■ Detachable valve block

■ Single handed direction change

■ Maximum torque 320 ft/lbs

■ Average air 
consumption 6 cfm

■ Maximum speed
7,000rpm

■ 1/2” square drive

T5061C - Impact Wrench
■ Powerful 3/4” impact wrench

■ Single handed forward & reverse 
direction change

■ Four step power regulator

■ Ideal for commercial
workshop

■ Maximum torque
700 ft/lbs

■ Average air
consumption 7.5 cfm

T5060D - Impact Wrench
■ Powerful heavy duty impact wrench

■ 1/2” square drive

■ 4 position built-in power regulator

■ Single handed direction change

■ Maximum torque 230ft/lbs

■ Average air consumption
4.5 cfm

■ Maximum speed
8,000rpm

■ Display packed

T5061 - Impact Wrench

■ 1/2” impact wrench kit

■ Specifications as T5061

■ 14 piece professional kit

■ Tough blow moulded carrying case

■ Kit contains:
T5061 wrench, 3” extension bar, 
mini oiler, 5/32” hex key, 
10 impact sockets -
9,10,11,13,14,19,22,24,27mm, 
chrome vanadium

■ Display packed

T5061K - Impact Wrench Kit
T2500
■ 9pc 3/8” impact 

socket set mm
■ 8 sockets plus case
■ Chrome Vanadium
■ Display packed
■ Sizes 8, 10, 11, 12, 13, 14, 17, 19mm
T25001
■ 9pc 3/8” impact socket set af
■ 8 sockets plus case
■ Chrome Vanadium
■ Display packed
■ Sizes 5/16”, 3/8”, 7/16”, 1/2”, 9/16”, 5/8”, 11/16”, 3/4”mm
T2502
■ 7pc 1/2” impact socket set mm
■ 6 sockets plus case
■ Chrome Molybdenum
■ Display packed
■ Sizes 11, 14, 16, 17, 19 ,21mm
T25021
■ 7pc 1/2” impact socket set af
■ 6 sockets plus case
■ Chrome Molybdenum
■ Display packed
■ Sizes 1/2”, 9/16”, 5/8”, 3/4”, 13/16”, 7/8”mm

Socket Sets
■ 3/8” air ratchet kit

■ The most comprehensive ratchet kit on the market

■ Medium duty reversible ratchet, ideal for nut running

■ Supplied in tough blow moulded case complete

with accessories including:
T5003 ratchet, 7 piece socket set, 
3” extension bar, universal joint, 
3 impact screwdriver bits, 
3” long bit holder and an 
in-line oiler to ensure regular lubrication

T5003K - Ratchet Kit

Specifications
Square drive 1” (6” extended)
Clutch type Roller Pin
Maximum torque 1,800 ft/lbs
Recommended air pressure 120 psi (8 bar)
Average air consumption 18 cfm (509 ltr/min)
Weight 11kg
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