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Technical Spec. Airstar SP20024 Airstar 22024 Airstar 25050 Airstar 350100P Airstar 400150 Airstar 600200
Air Displacement 7 cfm 8.1 cfm 9 cfm 12 cfm 14 cfm 22 cfm 
Free Air Delivered 4.7 cfm 5.4 cfm 6.1 cfm 7.9 cfm 9 cfm 15.9 cfm
Motor Output 1.5 hp 2 hp 2.5 hp 3 hp 3 hp 5.5 hp
Max. Pressure 115 psi 115 psi 115 psi 130 psi 130 psi 130 psi

(8 bar) (8 bar) (8 bar) (9 bar) (9 bar) (9 bar)
Tank Capacity 24 litres 24 litres 50 litres 100 litres 150 litres 200 litres

Airstar 600200 Belt Drive

Airstar 22024 Direct Drive

Airstar 400150 Belt Drive

Airstar SP20024 Direct Drive
■ Wheel kit and regulator

■ Auto start-stop control

■ Lubricated

■ 24 ltr air receiver

■ Portable

■ Wheel kit and regulator

■ Auto start-stop control

■ Oil free

■ 24 ltr air receiver

■ Portable

■ High output heavy duty compressor (15scfm)

■ 150ltr air receiver (cert to EC 87/404)

■ Low installation cost

■ 3hp single phase/230V

■ Slow speed long life

■ Large volume receivers (2000ltr)

■ Auto stop-start pressure switch control

■ Pre-wired starter

Airstar 350100P Belt DriveAirstar 25050 Direct Drive
■ Wheel kit and regulator

■ Auto start-stop control

■ Lubricated

■ 50 ltr air receiver

■ Portable

■ Single phase 13 amp

■ 100 ltr air receiver

■ Portable with twin
large wheels &
swivel wheel

■ Low noise

■ Fitted with
filter regulator
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