We have a model in our range which will suit nearly every pocket and application. All are heavy duty professional drills with

industrial rated motors and are CE approved.

T705PRE |

2 speed electronic reversible percussion drill

T555PRE | |

2 speed reversible percussion drill

HM50D

110v Demolition hammer

B Designed for use in the building trade
B Deadman switch feature so that machine
Technical Specifications Technical Specifications will shutdown once trigger released
Chuck open 1-13 mm Chuck open 1-13 mm B Automatic release metal brushes
Input power 705 watts Input power 580 watts B Hexagonal chisel fitting
Chuck fitting /2" x 20 UNF Chuck fitting /2" x 20 UNF
Max. hole size on steel 13 mm Max. hole size on steel 13 mm B Supplied in tough metal case
Max. hole size on concrete 16 mm Max. hole size on concrete 15 mm B See separate list for chisel range
Max. hole size on wood 40 mm Max. hole size on wood 25 mm
No load speed 0-1,064/0-2,950 rpm No load speed 0-3,000 rpm Technical Specifications
Full load speed 0-600/0-1,600 rpm Full load speed 0-1,700 rpm Voltage 110V
Free percussion 0-21,300/0-59,000 min Free percussion 0-5,4000 min Input power 1,100 watts
Collar diameter 43 mm Collar diameter 43 mm Free percussions 1,850/min
Weight 2.1kg Weight 1.2kg Weight 10kgs

Standard equipment:
1 side handle, 1 depth rod,
1 chuck key and 1 metal box.

Standard equipment:
1 side handle, 1 depth rod, 1 chuck key

Standard equipment:
Metal case, 2 chisels, Side handle,
Allen key, Dust caps, Depth rod

HM51R

110v Demolition hammer

Excellent balance of rotating parts
Designed for professional use
Hexagonal tool fitting

Brake lining slip friction clutch
Automatic release brushes
Supplied in tough metal case

See separate list for chisel range

Technical Specifications

Voltage 110V

Input power 1,150 watts
Max diameter bits 50mm
Max diameter core bits 125mm
Free percussions 1,850/min

Standard equipment:
Metal case, Flat chisel, Chisel,
Additional handle, Allen key, Dust caps

CDhi12v

Cordless 12V drill

A -

B Hammer action for use on masonry and concrete

W Soft start electronic variable trigger and three

step torque control ideal for screwdriving

B One hour fast charger
B Keyless chuck for quick and easy change of bits

B Powerful high torque 12V motor suitable for even

the most demanding of applications

B Supplied in tough plastic storage case with a

selection of drills, screwdriver bits and bit holder

IWA 1203V |

3/8 sq. dr. cordless impact wrench

1 hour fast charger
Packed in plastic blowmoulded case
12 volt

Forward and reverse

Optional accessories
9ECD12BATT
9ECD12CH

Spare battery 12V
1 hour charging unit 12V

Optional accessories

9ECLB10 Spare battery 12V






