KPB

B Budget Suction Spray Gun

Exceptional performance for the price

B Fitted with special
“cold weather grip” handle

B Brass air cap, fluid tip and needle

B Fan adjustment and fluid regulator
screws for total control

B Sturdy 1 litre aluminium cup and lid

B Supplied with 1.8mm set up as standard

B 1.4mm and 2.5mm also available
(specify when ordering)

B Packed in attractive colour display box

Technical Spec.

Weight

Working pressure
Air consumption

KPB
640gms

43 to 64 psi (3 to 4.5 bar)
7 to 12.4 cfm (200 to 350 Itr/min)

Fan width 50mm to 240mm
Connection /.” bsp
Optional accessories

SKPB14 1.4mm nozzle, needle & aircap set
SKPB18 1.8mm nozzle, needle & aircap set
SKPB25 2.5mm nozzle, needle & aircap set
40730 Service kit (seals, gaskets, springs)

GKPB

Packet of 5 gaskets

FURA2110ECO&T

B High production spray gun for

standard use
B High pressure aluminium

injected body __4.{
B Stainless steel nozzle '|=

and needle
B Seals resistant to all solvents -"'I-_
B Standard 1 litre cup with

anti-drip cover and paint filter
B Fan and nozzle regulators
B Nozzles - 1.5mm, 1.78mm |

and 2mm
B Consumption - 190 Ipm of ﬁ

air approximately 1

s
|

Nozzle Application
1.5 mm Acrylics, enamels etc.
1.78 mm Industrial finishes
2.0 mm All types of paints

A7002SC

High production spray gun for standard use
High pressure aluminium injected body
Standard 1 litre cup

Fan and nozzle regulators

1.78mm nozzle A
Consumption - 10 cfm (283 Itr/min)

C4732

Quality continuous bleed spray gun
for use with C45D compressor or
similar no tank compressor

Brass nozzle /needle
Aluminium 1 litre cup
screw design

Technical Spec.

Weight

Working pressure
Air consumption

Fan width

Connection

C4732

800gms

43 psi (3 bar)

2.1 c¢fm (60 Itr/min)
70mm to 140mm
/4" bsp






