Kestrel Crusader Air Fed Visor

Description
This Crusader Respirator is specifically designed for use in painting and light finishing operations i.e. grinding and dusty
atmospheres. It should not be used in atmospheres immediately dangerous to health or flammable atmospheres. At all
times the user must be able to escape without the use of the apparatus.
The Crusader is designed to be connected to a compressor which shall have suitable filters to provide respirable
breathing air with no excessive moisture and contain no less than 19.5% Oxygen (for details refer to prEN 132). It is the
operators responsibility to check the air supply, careful attention should be made as to the location of the compressor to
ensure it only draws in clean air, i.e. site compressor away from vehicle exhausts, ventilation outlets and other toxic
emissions of any nature. The Crusader must not be connected to any other gas supply i.e. Acetylene, Oxygen, Nitrogen,
Argon or Oxygen enriched air.
The regulator does not require a carbon filter.
Low Flow Warning Device
A device is incorporated to draw the operators attention if insufficient breathing air is being supplied to the Crusader. If
the alarm sounds during use, do not remove the head top until you have vacated the work area, then investigate the air
supply. The alarm can be tested before prior to use by reducing the system pressure to 10psi (approx 0.9bar), this will
cause the alarm to sound.

Crusader Full Face Visor complete with
Waist Belt Assembly and Regulator
Air Flow Rate Range 170-250 Ltr/Min (7-8.5 cfm)
Belt Adjustable 22-48” Waist
P1112E004 Disposable Visor Pack (10)
P1112B005 Browguard
Recommendation: Kestrel TBS2 3 Stage Breathing Air Set
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